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3 INSTALLATION 
I Minimum System Requirements 


CPU 

Hard Disk 
Memory 

Operating System 


Pentinum 4 2.4GHz and above 
40 GB or above 
256 MB or above 

Windows XP with SP2 or above / Windows 2000 with SP4 or 
above 


Video Resolution 


SVGA or XGA with 1024x768 resolution 




1.2 Preparation before setup 

To configure your IP device, you have to use the Internet Explorer to login. 
Before that, your PC’s networks settings and the IP device’s IP address 
must be setup. Make sure all the connections are connected correctly, and 
then follow the procedures oelow to setup. 

1.Setup your PC network 

You have to match your PC’s TCP/IP setting with the IP device’s 
default settings before you can use IE browser to login it. This section 
tells you how to setup your PC’s TCP/IP settings. 

2. Setup IP device，s IP address 

This IP device’s IP address can be setup manually or automatically by 
network service (DHCP). If it acquires the IP address by using the 
DHCP service, please use the IP utility software bundled in the product 
CD to search all the IP devices’ IP address. 


1.2.1 Setup your PC network 

To set up the network of IP device via a PC, you have to change the TCP/IP 
settings of the PC. 

The following are the default network settings of IP device. 

IP Address: 192.168 .0.100 
Subnet Mask: 255.255 .255.0 

To access the IP device, the IP address of the PC should match the address 
below. 


IP Address: 192.168 .0.xxx 
Subnet Mask: 255.255 .255.0 


么 


NOTE: XXX should be a number from 1 to 254, but 100 is excepted. 
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The procedures below is the setup procedure of a PC using Windows XP as 
its OS. When running an OS other than Windows XP, please refer to the 
manual included with the OS. 

♦ STEPl 

Start up your PC. 

♦ STEP2 

Click the [Start] and select the "Control Panel" 



食 

圏 


Internet 

Internet Explorer 

E-mail 

Microsoft Office Outlook 


Notepad 

Streaming Activator 


Adobe Acrobat 7.0 
Professional 


Microsoft Office Excel 2003 


を， 

團 

0''〇[.6が記*巧6.日(す業版) 

ACTIR54 的 SpeedDemo 
I 〜 V Test 

All Programs ^ 



I . し•夕 My Documents 
^ My Recent Documents ► 
My Pictures 
^ My Music 
割 My Computer 
每 My Network Places 

レ }^ Control P. 

Set Program Acces: 

Defaults 

Connect To 
Printers and Faxes 

Help and Support 
^-/ Search 
弓 r ) Run... 


Log Off © Shut Down 


cess arib 
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♦ STEP3 


Double-click the "Network and Internet connections" icon. 



♦ STEP4 

Double-click the "Network connections" icon 
































♦ STEPS 

Click "Local Area Connections’’，and then click "Change settings of 
this connection，，in the network Task menu. 



♦ STEP6 

Click "Internet Protocol (TCP/IP)’’，and then click the [Properties] 
button. 









































♦ STEP? 


Click the "Use the following IP address" radio button and enter the IP 
address and the subnet mask. 



♦ STEPS 

Click the [OK] button and the window dialog box closes. 


1-6 

















1.3 Configuring the IP device 


This section describes how to configure the IP device. The product 
administrator has unlimited access to all setup windows and normal users 
can only watch the live image. The IP device is configured under a 
standard browser (Microsoft Internet Explorer 6.0 or above). 

Follow the procedures oelow to configure the IP device. 

♦ STEPl: Open a browser 

参 STEP2: Enter the IP address of the IP device. 

The default IP address is "19 ： 2.168 .0.100" 

The (login Page，，is now displayed as below. 



• STEP3: Enter the Account name (factory default: Admin) and the 
Password (factory default: 12345 6). 

NOTE: Internet Explorer of 6.0 or above is highly recommended. If you 
don’t have the it，please download it from 
— http://www.microsoft.com/windows/ie/downloads/default.mspx 

♦ STEP4: Select the language of the IP device user interface. You can 
select from English, Traditional Chinese, Simplified Chinese, Japanese, 
Spanish, Italian, German, Portuguese,Czech and French. This user 
interface setting will disappear once you log out,il you want to change 
the default user interface language, please change the setting of [Host 
setting] after login successed. 


• STEPS: Click the い口‘〇 button to login or click the が Ibutton 
to re-enter again. 
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Once successfully login, the "Main Setup page’’ will be displayed as 
below. 


が ACTi 

» Video Dis がか 
» Host Settiiiy 
» WAN SetliiKj 
» D<ite Settiog 
» Video Senhiy 
» Event Setting 
» Video Adjust 
» Us6f Account 
» System liifo 
» Fiiiiwdie 
» FcXtory Default 
» S<ive R«l)oot 
» Logout 



Web Configurator 
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1.3.1 Video Display 


This section tells you how to view live images via Internet Explorer. 


♦ STEPl: Click the [Video Display] on the "Main Setup page’’. 
The "Video Display page’’ is displayed as below. 



If you see the video, click l)e け . 


o 




STEP2: Check the 


O [Mute] checkbox to select mute enable/disable 


• STEP3: Click the © [Audio Out] checkbox to enable/disable audio 
output from control PC to IP device. 

♦ STEP4: Click the © if you cannot see the video, and follow the 
instructions. 


• STEPS: Click the [Quit] to exit the live view and return to "Main 
Setup page”. 



NOTE: If the streaming is disabled, you cannot see the live images 
here. 




NOTE: Be sure to set the Network Connections Type to Auto 
Negotiation to respective apparatus connected to this IP device via 
network. Otherwise, the maximum transmission performance might not 
be achieved. This is because the IP device follows Mil standard. 
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1.3.2 Host Setting 

This section tells you how to setup IP device’s host settings and LAN 
settings. 

♦ STEPl: Click the [Host Setting] on the ‘‘Main Setup page". 


The "Host setting page" is displayed as below. 



Web Configurator 


» Video Dis が，ザ 
» Host SettiiKj 
» WAN SetliiHj 
» D.ite Settiii リ 
» Video SetTiiKj 
» Event SettiiKj 
» Video Atijiist 
» U$ei AccoMiit 
» System lirfo 
» Fhiiiw.iie 
» F.ictoiy Defiiiitt 
» S<ive Reboot 
» Logoirt 




LAN Port 

WAN Port 

Auto Detect V, 

0 

Auto Detect vV 

1 Apply 戶 [Reset^ 





'-’003*2006 ACTi Corporation All Rights Reserved 


• STEP2: Configure these settings with reference to the table below. If 
you are still unsure what to set, contact your system administrator. 
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■ Host Setting 


Parameters 

Description 

O Host name 

Enter a host name，and this host name will be shown when you 
use the IP utility or the SDK to search for the IP device. 

O Language 

Select the language of default user-interface. Each user login 
will see the default user-interface first. 


■ LAN Setting 


Parameters 

Description 

@ IP address 

The address shown is the current LAN port IP address of this IP 
device. You can change its IP address by change the parameter 
here. 

@ Subnet mask 

The address shown is the current LAN port subnet mask of this 

IP device. If the IP address is changed，adjust the subnet mask 
accordingly.. 


■ Network link speed & duplex 


Parameters 

Description 

O LAN port 

This item lets you select the network transmission speed of LAN 
port. You can select from 

1.Auto detect (default setting) 

2. 100Mbps / Full duplex 

3. 100Mbps / Half duplex 

4. 10Mbps / Full duplex 

5. 10Mbps / Half duplex 

O WAN port 

This item lets you select the network transmission speed of 

WAN port. You can select from 

1.Auto detect (default setting) 

2. 100Mbps / Full duplex 

3. 100Mbps / Half duplex 

4. 10Mbps / Full duplex 

5. 10Mbps / Half duplex 


■ Port Mapping 


Parameters 

Description 

Q TOS (type of 

Select whether to add the TOS tag onto the streaming data. 
Streaming data with a higher priority TOS tag will be transmitted 
first while compared with other data to be transmitted. 

⑩ TOS priority 

Select the TOS tag’s priority to be added onto the streaming. 

You can select between 

1. Normal-Service 

2. Minimize-Cost 

3. Maximize-Reliability 

4. Maximize-throughout 

5. Minimize-Delay 
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■ToS (Tvpe of Service) 


Parameters 

Description 

HTTP port 

Select the port for this IP device to use HTTP protocol. 

の Search server 
の port1 

Select the port1 for this IP device to support search function of 
the application program (eg. IP utility). 

の Search server 
の po け 2 

Select the port2 for this IP device to support search function of 
the application program (eg. IP utility). 


• STEP3: Click the の [Apply] button of each setting to confirm the 
settings or click the の [ 民 eset] button to re-enter the parameters. 


|\ NOTE: Once finished all settings, be sure to click the [Save Reboot] 
LS button ， otherwise，some settings won’t take effect. 


•\ NOTE: Check with your system administrator, if Client PC and IP device 
Lj are setting in different VLANs, please connect to WAN port. 


NOTE; Be sure to set the Network Connections Type to Auto 
•\ Negotiation to respective apparatus connected to this IP device via 
•_j network. Otherwise, the maximum transmission performance might not 
be achieved. This is because the IP device follows Mil standard. 
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1.3.3 WAN Setting 


This section tells you how to setup IP device’s WAN, DNS server and 
DDNS server settings. 

• STEPl: Click the [WAN Setting] on the "Main Setup page’’. 

_ The "WAN setting page" is displayed as below_ 


' ACTi 


» Vi 如 0 Displ<iy 
» Host SettiiHj 
» WAN SettiH" 

» D<ite Settih リ 
» Vi<l«o Seni " リ 
» Event Settiiiij 
» Vi(l«o Adjust 
» Usei Account 
» System Info 
» Fiiinw.iie 
» F<KtoiyDefoiiR 
» Rehoot 
» Logout 


Web Configurator 


夕 


Failover Disabled 


When failover function is enabled, the LAN port setting and LW port connection 
will be disabled. 

The UUM port will work as WAN port when WAN port fails. 


Dyiuimic IP Addiess 




Static IP A(l<lie$$ 


IP Address [To | •区 | •区 三 


で 


Subnet Mask 255 ^1255 し [255 


ISP Gateway [1 。 ] .[〇 1.10 ]. 254 W 


o 


PPPoE 
User Name 
Password 


み 


Apply 






1 。.•...川が iti.. 王 i2[ii ： i3-2006 ACTi Corporation All Rights Reserved 


参 STEP2: Configure these settings with reference to the table below. If 
you are still unsure what to set, contact your system administrator. 
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■WAN Setting 


Parameters 

Description 

O Failover 

The LAN and WAN in IP device are binned to one single IP 
configuration. All streaming traffics go through WAN by default. The 

LAN will take over WAN's function when the WAN is linked down. As 
WAN is recovered, LAN release the streaming function to WAN. 

0 Dynamic IP 
address 

Click this to enable IP device’s DHCP function. 

It will acquire its WAN port IP address from a DHCP server 
within the same network. (You must have a DHCP server in 
order to enable this function.) 

0 Static IP 
address 

Click this to manually enter the IP device WAN port IP 
address. 

OlP address; Enter the WAN port IP address. 

©Subnet mask; Enter the subnet mask of WAN port. If 

IP address is changed，adjust the subnet mask 
accordingly. 

OiSP gateway: Enter the IP address of the gateway (the 
router). 

O PPPoE 

Click this when you connect IP device directly to the xDSL 
modem. 

©User name: Enter the user name of your xDSL 
account. 

Opassword: Enter the password of your xDSL account. 

Note: You have to click the [Save Reboot] after you click the 
[Apply button] to let this IP device start xDSL connections. 


■ DNS server Setting 


Parameters__Description _ 

Primary DNS Defines the IP address of the primary DNS server. This is used 


server_for identifying this computer by name instead of IP address. 

Secondary DNS The IP address of the secondary DNS server. It will be used 
server _[once the primary DNS server fails._ 


■ DDNS server Setting 


Parameters 

Description 

あ DDNS type 

Click this to enable IP device’s DDNS function. 

DDNS function enables user to connect to this IP device by 
domain name even if its IP address is not static. 

Service に P 

Click one of the DDNS service providers. 

You can visit their website to get a DDNS service account for 
this IP device. 

の Host name 

Enter the host name of your DDNS service account, (ex: 
xxxx.dyndns.org) 

ホ ） User name 

Enter the user name to login your DDNS service account. 
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形 Password 


Enter the password to login your DDNS service account. 


参 


STEP3: Click the み [Apply] button of each setting to confirm the 
settings or click the ^[Reset] button to re-enter the parameters. 


|\ NOTE: Check with your system administrator, if Client PC and IP 
ミ 、 \ device are setting in different VLANs, please connect to WAN port. 


•\ NOTE: Once finished all settings, be sure to click the [Save Reboot] 
■ 、 button, otherwise, some settings won’t take effect. 


NOTE: Be sure to set the Network Connections Type to Auto 
•\ Negotiation to respective apparatus connected to this IP device via 
; • 、 network. Otherwise, the maximum transmission performance might not 
be achieved. This is because the IP device follows Mil standard. 
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1.3.4 Date Setting 



This section tells you how to setup IP device’s date and time settings. 
• STEPl: Click the [Date Setting] on the "Main Setup page’’. 

The "Date setting page’’ is displayed as below _ 


Configurator 


• の dec Display 

• Host Setting 

• WAN Setting 

• Date Setting 

• Vkleo Setting 

• Event Setting 

• \Meo Adfust 

• User Account 

• System Info 

• Firmware 

• Factory Default 

• S«ve Reboot 


o 


W 餐 SNTP/N 作 Server 

IP AM 巧 SS 192 168 0 2 
Sync Time 1 Day &の 

り O Set Manually 

Date 2004 己 / 0, ら / か Q @ 
Time 00 B, . 00 Q' 00 在 @ 


が 


Time Zone (GMT) 0.00( 〇此い n. Lisbon. London. Reylqavik} 

@ 口 Daylight Saving Time の 

Start Date 02 00 0 0 Q L が f Q] Sun<iay D 诉 A かか 

End Date 03 00 00 Qj Last Qi Sunday Q m Octot>er 


い pp'v 〔 Reset r 


• STEP2: Configure these settings with reference to the table below. If 
you are still unsure what to set, contact your system administrator. 


■ Date Setting 


Parameters Description 

OsNTP/NTP 

server 

Click this to enable IP device’s SNTP/NTP function. 

SNTP/NTP function enables this video to synchronize its time 
settings with a SNTP/NTP server. You can use this function to 
make sure all your IP devices’ time is the same. Additionally, 
with our embedded digital-time-code in the streaming，you can 
tell the event sequence accurately. 

©IP address: Enter the IP address of the SNTP/NTP 
server. 

©Sync time: Select the time interval for this IP device 
to synchronize its time. 

Oset manually 

Click this to manually setup the date & time. 

©Date : Select the date 

Orime: Select the time 

Orime zone 

Select the time zone offset for local settings 

^^Day Light Saving 

©Start Time : Select the daylight savings start time. 

⑩ End Time : Select the daylight savings end time. 
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参 


STEP3: Click the W [Apply] button of each setting to confirm the 
settings or click the あ [Reset] button to re-enter the parameters. 


NOTE: Once finished all settings, be sure to click the [Save Reboot] 
button, otherwise, some settings won’t take effect. 

Manually set date and time will be gone, if power off. 
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1.3.5 Video Setting 

This section tells you how to setup IP device’s video and streaming settings. 
• STEPl: Click the [Video Setting] on the "Main Setup page". 

The "Video setting page’’ is displayed as below 


如 ACTi 


Web Configurator 


► Wtleo DispUiy 

• Host SettiiKj 

• WAN SetthHi 

► D.ite SettiiKj 

• Video SettiiKj 

• Eveirt SettiiKj 

► Video Adjiisl 

• Usei Account 
» System liifo 

• Fiiinw.iie 
» F.ictoiy 

■ Swe Rehoof 

• Logo け 


Streaming Type Version V2.0 


o 


ing 1 1 Reset T 


• STEP2: Select streaming protocol O [Version Vl.O] (without audio 

function) or [Version V2.0] (with audio function), and click O 

[Setting] button to config settings, or 0 [Reset] button to re-enter the 
parameters. Configure these settings with reference to the table below. 
If you are still unsure what to set, contact your system administrator. 
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■Video setting of Version V1.0 



» Wleo Dis | ルザ 
» Host SettiiMj 
» WAN SetlitKj 
» D.ite SetliiMj 
» Mtleo SettiiMj 
» Event Setti " リ 
» Video A<l)u$l 
» User Account 
» System liifo 
» Fiiinwoie 
» F.ictoiyDef.iull 
» S.Tve Reboot 
» Loyoiir 


eb Configurator 


Video Setting 


Camera Name Camera-1 
LAN Streaming TCP 


WAN Streaming TCP 
Multicast IP 228.5.6. 


0 

e 


G 


Multicast TT し 255 
lOMP 

Analog Video NTSC v ， 


ijj 

Disabled v 

巧 . 


Res 。 , 咖 … 誠 。典 


BItrate 1.2Mbps 


t 


Frame Rate Mode Constant v 
Frame Rats 30 

When using variable frame rate, click the ..Apply' 
button to know the actual bitrate. 

•Frame Integration Deinterlace 已 lending v が 

一 ぶ 一 


，ホ 


LowPass Filter Disabled 


Serial Port Baud Rate 9600 


Serial Port Control 8,None. 
Video Register Port 6000 


ホ 

二ぶ 


Video Control Port 6001 


Video Streaming Port 6002 


」® 


Video Multicast Port 5000 




■Video setting of Version V1.0 


Parameters 

Description 

O Camera name 

The camera name is reserved for customer use. 

0 LAN streaming 

Select the streaming mode in the LAN. 

You can select TCP (TCP/IP) mode or Multicast mode to 
send video streaming. 

You can also select Disable to disable the streaming via 
LAN. 

0 WAN streaming 

Select the streaming mode in the WAN. 

You can select TCP mode to send streaming or select 
Disable to disable the video streaming. 

0 Multicast IP 

Select the multicast IP. Default settings is 228.5.6.1 

0 Multicast TTL 

Select the multicast TTL. Defualt setting is 255. 

Q IGMP 

Enable or diable IGMP snooping. You may find a support 
package for helping you IGMP knowledge. Please visit our 
web site，and get the support document TS-00038. 

み Analog video 

Select video type connected to the video-in of this IP 
device. If you use an incorrect video type，some images 
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might be lost. 

0 Resolution 

Select the video resolution of the IP device. 

Q Bitrate 

Select the bit rate of the video streaming. You can select 
from 28Kbps to 3Mbps. 

Note: Lower bit rate consumes less bandwidth but 
delivers lower quality images. 

High bit rate consumes more bandwidth but delivers 
higher quality images. 

1 ¢) Frame rate mode 

Select the frame rate mode. 

Constant; The streaming’s frame rate remains 
constant at all conditions. 

Variant;: The streaming’s frame rate will variants 
according to the images variability to keep the 
image quality good. 

1 ¢ Frame rate 

Select the frame rate of the video streaming. 

^ Estimate Bitrate 

Click the "Apply" while setting to variable bitrate, then an 
estimate bitrate will show after item A 

あ Frame Integration 

Select the deinterlance mode. 

の Low Pass Filter 

Enable to reduce colour noise, and prevent data burst 

む Serial Port Baud 
巧 ^ Rate 

Select the Baud Rate setting of serial port. 

Serial Port Control 

Select the Control setting of serial port. 

& Video register port 

Select the port for this IP device to support video 
registration function of the application program. 

形 Video control port 

Select the port for this IP device to support video control 
function of the application program. 

の Video streaming 
^ port 

Select the port for this IP device to support video 
streaming function of the application program. 

茄 Video multicast 
心 port 

Select the port for this IP device to support video multicast 
function of the application program. 


• STEP3: Click the ホ [Apply] button of each setting to confirm the 


settings or click the ホ [Reset] button to re-enter the parameters. 
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■Video setting of Version V2.0 



» Video Display 
» Host Setting 
» WAN Setting 
» か te Setting 
» Video Setting 
» Event Setting 
» Video Adfust 
» Uw Account 
» System Info 
» Firmware 
» Factory Default 
» S«ve Reboot 
» Logout 





■Video setting of Version V2.0 


Parameters Description 

O Camera name 

The camera name is reserved for customer use. 

0 Streaming Method 

Select the streaming mode. 

1. TCP only 

2. Multicast only 

3. TCP & Multicast 

4. RTP over UDP 

日 . RTP over Multicast 

6 . RTP over UDP & Multicast 

の RTSP Authen 

W Enable 

Checkbox to enable RTP streaming’s Account/Password 
authentication. 

の RTP 巨 2 Frame 

W Enable 

Checkbox to enable the 巨 2 frame in RTP streaming 
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0 Audio 

Select enable or disable the audio function. 

@ Multicast IP 

Select the multicast IP. Default settings is 228.5.6.1 

み Multicast TTL 

Select the multicast TTL. Defualt setting is 2 日己 . 

0 Multicast Interface 

Select multicast interface 

Q IGMP 

Select video type connected to the video-in of this IP 
device. If you use an incorrect video type, some images 
might be lost. 

⑩ Analog video 

Select video type connected to the video-in of this IP 
device. If you use an incorrect video type, some images 
might be lost. 

ぶ Resolution 

Select the video resolution of the IP device. 

^ Bitrate 

Select the bit rate of the video streaming. You can select 
from 28Kbps to 3Mbps. 

Note; Lower bit rate consumes less bandwidth but 
delivers lower quality images. 

High bit rate consumes more bandwidth but delivers 
higher quality images. 

& Frame rate mode 

Select the frame rate mode. 

Constant: The streaming’s frame rate remains 
constant at all conditions. 

Variant:; The streaming’s frame rate will variants 
according to the images variability to keep the 
image quality good. 

& Frame rate 

Select the frame rate of the video streaming. 

Estimate Bitrate 

Click the "Apply" while setting to variable bitrate，then an 
estimate bitrate will show after item & 

^ Frame Integration 

Select the deinterlance mode. 

み LowPass Filter 

Enable to reduce colour noise，and prevent data burst 

の Serial Port Baud 
の Rate 

Select the Baud Rate setting of serial port. 

^Serial Port Control 

Select the Control setting of serial port. 

が RTSP port 

Select the port for this IP device to support RTSP 

Video RTP Over 
^ Multicast 

Enable/disable the multicast video streaming via RTP 
protocol 

み Audio RTPOver 
^ Multicast 

Enable/disable the multicast audio streaming via RTP 
protocol 

巧 Video control port 

Select the port for this IP device to support video control 
function of the application program. 

巧 、 Video streaming 
み port 

Select the port for this IP device to support video 
streaming function of the application program. 

ふ Video multicast 
ホ port 

Select the port for this IP device to support video multicast 
function of the application program. 


STEP3: Click the を [Apply] button of each setting to confirm the settings 
or click the [Reset] button to re-enter the parameters. 
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NOTE: Once finished all settings, be sure to click the [Save Reboot] 

LS button ， otherwise, some settings won't take effect. 




























NOTE: If you change Search Server Portl & Search Server Port2, 

then you need to change ports in IP management software when 
searching for this IP device. Otherwise, you might not find this IP 
device in the network 
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1.3.6 Event Setting 


This section tells you the related setting of event triggering. 



» Video Oispl.iy 
» Host SetiiiKj 
» WAN SettiiMj 
» D.ite Settlmj 
» Video SeniiHj 
» Cveiit SettiiHj 
» Video Adjust 
» Usei Accodirt 
» Syste … liifo 



» Fiiiiw 。 け 
» F<ictoiy Def.ititt 
» Stive Rehoot 
» LoyoW 



Resel 




□ D02 Low v 

□ ftp FTPI V 

k □ SMTP SMTP1 

1 : No Trigger 

Action: 

2: No Trigger 

Action: 

3: No Trigger 

Action: 

4: No Trigger 

Action: 

5; No Trigger 

Action: 

6: No Trigger 

Action: 


[ Apply 夕 I Rese 辞 


>2006 ACTi Corporation All Rights Reserved 


■ Event setting 


Parameters Description 

A FTP Server 

W Setting 

Set settings of FTP site 

0 SMTP Setting 

Set settings of SMTP 

0 Event 

Select event number 

O Trigger 

Select the trigger mode 
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@ Action 

Select the action mode 

@ Status Window 

Windows to show event settings 


STEPl: Click the V [Apply] button of each setting to confirm the settings 
or click the O [Reset] button to re-enter the parameters. 
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1.3.7 Video Adjustment 


This section tells you how to adjust the streaming video. 

• STEPl: Click the [Video Adjust] on the "Main Setup page". 
The "Video adjust page，，is displayed as below 


' ACTi 


eb Configurator 


» Video Displ<iy 
» Host Setting 
» WAN SettiiMj 
» D.ite SettiiKj 
» Video SettiiHj 
» Event SettiiMj 
» Video Adtust 
» Us が Account 
» System liifo 
» Finnw.iie 
» FoctoiyDef.mll 
» S,Tve Reboot 
» Logoi 円 


Video Adjustment 



^Motion 1 : Sensitivity [0-1 00110 I [Set] 
Motion 2: Sensitivity (0-100) [o ] 画 


M 加 on 3: Sensitivity (0-100 ) 区 


Brightness 



[ Apply'^ I Resell 

If you €<1111 seethe video, click hei ^ 


'2i ： ii；i j-2006 ACTi Cotr'Ciration All Rights Reserved 


参 


参 


参 


参 


STEP2: Set the © sensitivity of motion detection windows. 

STEP3: Adjust the video by changing the value of 0 "Hue’’， O 

"Brightness", © "Saturation" and W "Contrast". See the images 
displayed above for the effect of the current setting. 

STEP4: When satisfied with the video settings, click the O [Apply] 

button of each setting to confirm the settings or click the O [Reset] 
button to re-enter the parameters. 

STEPS: Click the © 
instructions. 


if you cannot see the video, and follow the 




NOTE: Once finished all settings, be sure to click the [Save Reboot] 
button, otherwise, some settings won’t take effect. 
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A 


NOTE: You may find a support package for helping you on better 
video quality adjustment. Please visit our web site, and get the 
support document TS-00103. 
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1.3.8 User Account Management 


This section tells you how to setup the accounts. 

• STEPl: Click the [User account] on the "Main Setup page". 
The "Account management page" is disolayed as below _ 


W ACTi 


Web Configurator 


• Video Display 
» Host Setting 

• WAN Senino 
» Dirte SettiiHj 

> Video SetliiKj 

• Event Settiiiij 

• Video Adiiist 
» Usef Account 

> System liifo 

• Fiiiiiw^iie 

» F<ictoiyDefiiMlt 

• S.Tve Reboot 

• Loijoiit 


User Account Setting 


o 


e 



User 

Account 

P<1$SWOI<l 

Root 

[Admin | 

1123456 I 

USER1 

1 1 

I I 

USER2 

1 1 

I I 

USERS 

1 1 

I I 

USER4 

1 1 

I I 

USERS 

1 1 

I I 

USER6 

1 1 

I I 

USER/ 

1 1 

I I 

USERS 

1 1 

I I 

USERS 

1 1 

I I 

USER10 

1 1 

I I 





I Apply 


[ ， ’ ....pgh! 巧 , 川日 3-2006 ACTi Corrnrsiinn Alt 町が it.:. Reserved 


参 STEP2: Setup the account names and their respective passwords. 

There areOl root (administrator) account and 010 common user 
accounts. Administrator account allows the user to watch the live view 
and setup everything; but common user account allows user only to 
watch the live image. 

• STEP3: Click the ©[Apply] button of each setting to confirm the 
settings or click the ©[Reset] button to re-enter the parameters. 


NOTE: Once finished all settings, be sure to click the [Save Reboot] 
!A button, otherwise，some settings won’t take effect. 
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1.3.9 System Info 


This section tells you how to see the system information of this IP device 
including system information, WAN status and system log. 


• STEPl: Click the [System in 耐 on the "Main Setup page’’. 
— The "System information cage，，is displayed as below _ 


' acti 


Web Configurator 


» Video Displ<iy 
» Host Setting 
» WAN SettiiMj 
» D.ite SettiiKj 
» Video SettiiKj 
» Event SettiiMj 
» Video Ailiust 
» Usei Account 
» System liifo 
» Finnw.iie 
» FoctoiyDef.mll 
» Swe Reboot 
» Lo が >1 円 


o 


G 


System lirfoii ル ition: 

Firmware Version = A1 D-M2N-V 2.04 07 -AC 

MAC Address = 00:0F:7C:00:02:B8 

Production ID =13231 21212121111111 

Factory Default Type = NTSC, Composite. Two Ways Audio (0x71) 

Company Name = ACTi Corporation 

Web Sits = wvAv.acti.com 


WAN Status : 


IP Address : 10.0.0,1 
Netmask: 255.255.255 0 
Gateway; 

DNS Server : 

DDNS Host: 

WAN Connect Status : Disconnect 
DNS Connect Status : Disconnect 
DDNS Connect Status : Disconnect 


System Log : 

@ 1970/00/1 00;00;04 UTC: Starling Default button check 
1970/00/1 00:00:06 UTC: Load OEM Config File 
1970/00/1 00:00:06 UTC: Read OEM Config File 
1970/00/1 00:00:07 UTC: Load Config File 
1970/00/1 00:00:07 UTC; Read Config File 
1970/00/1 00:00:09 UTC: Starting Video Modules Manager 
1970/00/1 00:00:12 UTC: Starting Lan Manager 
1970/00/1 0 0: 叫 : 12 UTC: Starling DNS Manager 
1970/00/1 00:00:12 UTC: Starting Wan Manager 


Coi 肺 j File: 


"が _ か 

The unifs parameters and their current settings.1 Parameter List ) 一 
Always attach the server report when contacting your support channel^ 

I Server Report 广 


• STEP2: View the information at the 3 columns. This information is 
very useful to understand the IP device status and to resolve any 
problem that might occur. 


■System info 


Column Description 

0 System info 

It shows the firmware version，MAC address, production ID，and 
factory default type of IP device. 

0 WAN status 

It shows the WAN port’s IP address, netmask, gateway, DNS 
server, DDNS host and connection status. 

0 System log 

It shows the system event. This column is very useful to as a 
diagnostic tool. 


参 


STEP3: Click © 


[Parameter List] where you may see all configurations of 
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the IP device. 

• STEP4: Click @ [Server Report] to export related information of the IP 
device while reporting a support to your support channel. 
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1.3.10 Firmware Upgrade 


This section tells you how to see update IP device’s firmware. You can 
always visit our web site for the latest firmware. 

♦ STEPl: Click the [Firmware] on the "Main Setup page". 

— The "Firmware upgrade page-1’’ is displayed as below _ 


' ACTi 


Web Configurator 


» Video Display 
» Host SettiiKj 
» WAN Senimj 
» D.ite SettiiKj 
» Video Setting 
» Event Settiiiij 
» Video Ailjiist 
» User Accoiiirt 
» Systetii lirfo 
» Firiiw.iie 
» FiictoiyDef<iiilt 
» $.iv« Reboot 
» Loijoiit 


Do you want to do firmware upgrade 


I Apply J 


ザ- 


れ…か!が2|-|〇3-2006 ACTi 


• STEP2: Click 〇 [ Apply] button. The "firmware upgrade page-2" will 
be displayed as below. 


Web Configurator 


Firmware image upgrade 



Firmware Images File [ 


■ I 細ぶ 


Upload 


占 


Reset 


占 


Co[ ； i'vTii；;htia . ； 'Li03-2005 ACTi Cor^joration All Rights Reserved 


■ Date Setting 


Parameters Description 

化 Firmware 

W images file 

You can upload the firmware images here. 

Click the [browse] to select the an image file and click the 
[enter]. 

You can always get the latest version at our website. 

0 MD5 file 

You can upload the MD 己 file here. 

Click the [browse] to select an MD 日 file and click the [enter]. 

You can always get the latest version at our website. 
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〜 NOTE: The version of the firmware image and the MD5 file to be 
f\ uploaded must be the same, otherwise, the firmware upgrading will 
fail and the IP device will continue using previous firmware version. 

♦ STEP3: Click the ©[Upload] button to start upgrading or click the 
[Reset] to re-select the files. 


参 


STEP4: The upgrade process window shows a progress bar indicating 
upgrade status. 


1 A 口 i 


Web Configurator 




Firmware image upgrade 


Don I power off and wait 4 min to upgrade firmware 


Copyngh(@2003-2007 ACL Corporation Alt Rt 邮は Reserved 


Progress: 


• STEPS: The progress bar shows the upgrading is completed, and 
system is rebooting. 


ACTi 


Web Configurator 

_ O -' 

I: > 

Camera-1 




Progress: 0 


2003-2007 ACTi Co の〇巧化。 A/ Rights Reserved 


■1 加 、 System reboot n 
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1.3.11 Factory Default 


This section tells you how to see load IP device’s factory default setting. 


• STEPl: Click the [Factory Default] on the "Main Setup page". 
The "Factory default setting page’’ is displayed as below _ 


b Configurator 



» Video Displ.iy 
» Host Setting 
» WAN SettiiKj 
» Dote Settiixj 
» Video Setting 
» Event Setliiiij 
» Video AiliMSt 
» Usei Accoiiiil 



» System lirfo 


» FcictoiyDet<iMlf 
» S.iv« Reboot 


» Loijoiit 


，三日の . 200 6 ACTi Cotficiralion All Rights Reserved 


• STEP2: Click the [Apply] button to go to loading confirmation page or 
click the [Reset] button to exit to previous page. 

• STEP3: A confirmation page will be displayed. Click the [Save 
Reboot] button to start loading factory default settings. 
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1.3.12 Save Reboot 

This section tells you how to save all the settings and reboot this IP device. 
This is critical because some settings might not take effect before save and 
reboot. 

• STEPl: Click the [Save and reboot] on the "Main Setup page". 

_The "Save and reboot page’’ is disolayed as below. _ 

>\ 夕 1 ACTS 







System Save And Reboot 


Please wait 30 secon 化 for system save an け巧り 0 of 




• STEP2: The Action LED indicator will light down to indicate that the 
IP device is rebooting. After around 30 seconds, the Action LED will 
light up again to indicate that the reboot is completed. 


Web Configurator 
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1.3.13 Logout 


This section tells you how to logout the IP device. Be sure to logout this IP 


device once your setting is completed. 

• STEPl: Click the [Logout] on the "Main Setup page". 


You will logout and return to the "Login Page’’ displayed as below. 




Copy 川 かル ‘. ？ ,2003-2005 ACTi Corporation 


Reserved 
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